
 

 

   

  

Bulletin No: 208 

Product Group: Alloy Wheels 

23 May 2023 

20x8.5 
FLOW FORMED 

MARANELLO CSA MARANELLO - DARK GRAPHITE 
20X8.5” LIGHTWEIGHT FLOW FORMED WHEEL FOR 

SUV & PASSENGER VEHICLE APPLICATIONS 
 

MARANELLO in 20X8.5” size is a new addition to the current ‘CSA 
Touring Series’ range. This huge 20” wheel is a manufactured with 
high-tech, lightweight, flow forming technology. 

Maranello 20x8.5” will suit the latest range of small, medium & 
large SUVs in Australia. Maranello 20x8.5 will also suit large 
passenger sedans & sports vehicles. 

Maranello 20x8.5” is available in a Dark Graphite paint finish. The 
intricate spoke design and the new touring series centre cap, 
showcases the engineering excellence which makes this wheel a 
must have addition for your quality new SUV. 

Maranello has an upgraded 850 kg load rating and is available in 
17x8" & 18x8" sizes. 
 

VISIT:  CSADIRECT.COM.AU 



 

 

CSA MARANELLO FEATURES: 
 

   Huge 20x8.5” lightweight wheel 

   Specifically made for SUV applications 

   Stunning split 10-spoke design 

   Dedicated 5-stud bolt pattern  

   Unique CSA Touring Series cap 

   Hi-gloss dark graphite paint finish 

   Tested and & load rated to 905 kg 
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MARANELLO has been developed with a range of 

dedicated 5-stud bolt patterns to suit many 

popular Small, Medium & Large SUV vehicles and 

Australian passenger car applications.  

For MARANELLO vehicle applications 
visit:  WWW.CSADIRECT.COM.AU 

CSA TOURING SERIES 

Style Size CSA Part No. Construction PCD Offset Max Load

Maranello 20x8.5 338-A85P35-54B Flow Formed 5/114.3 35 Pos 905 kg

Maranello 20X8.5 338-A85P40-56B Flow Formed 5/120 40 Pos 905 kg

Our CSA Maranello 20x8.5” Flow Formed wheel:   Is made using Hi-Tech Flow Forming 
Technology.  After raw casting, this involves an advanced spinning process under high 
pressure, which stretches and compresses the aluminium to increase the wheels tensile 
strength.  Flow formed wheels are lighter & stronger. They have a greater shock 
resistance as well as an increased load capacity compared to regular cast alloy wheels. 

LIGHTWEIGHT Flow Forming Story Here …… 

http://www.csadirect.com.au/

